
Fermec srl
Via Galileo Galilei, 75 - 41015 Nonantola (MO)
Tel. (+39)059.54.90.55 - Fax (+39)059.54.70.03
www.fermec.it - info@fermec.it

BUSSOLE CHROM-VANADIUM - SATINATE LUNGHE - 
SURFACE DRIVE

Articolo

mm

LUNG.
mm

Descrizione

BGS10268 8 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 8 MM 1

BGS10270 10 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 10 MM 1

BGS10271 11 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 11 MM 1

BGS10272 12 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 12 MM 1

BGS2943 13 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 13 MM 1

BGS2944 14 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 14 MM 1

BGS2945 15 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 15 MM 1

BGS2946 16 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 16 MM 1

BGS2947 17 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 17 MM 1

BGS2948 18 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 18 MM 1

BGS2949 19 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 19 MM 1

BGS2951 21 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 21 MM 1

BGS2952 22 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 22 MM 1

BGS9361 24 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 24 MM 1

BGS9362 27 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 27 MM 1



BGS2956 28 77 BUSSOLA ATT.1/2"SURFACE DRIVE LUNGA 28 MM 1

Caratteristiche

bussole chrom-vanadium - satinate lunghe - surface drive
• attacco: 1/2"
• impronta: surface-drive


